
德 國 寶 組 合 式

煮 食 爐 系 列
Domino Cooker Series

技術規格  Specification

型號  Model

電壓 / 頻率 Voltage / Frequency  

功率(最大) Power (Max) 

電流 Electric Current

爐頭數目 No. of Hobs

機身尺寸 Product Dimensions

嵌入式開孔尺寸 Cutout Dimensions

淨重 Net Weight 

GIC-PD28CB-S

220 - 240 V~ / 50 Hz

2,800 W (1,400 W + 1,400 W)

12.7A

2

(H) 78 (W) 292 (D) 515 mm

(H)  ≥ 250 (W) 266 (D) 491 mm

7.5 kg

GIC-DS28B-S

220 - 240 V~ / 50 Hz

2,800 W

12.7A

1

(H) 78 (W) 292 (D) 515 mm

(H) ≥ 250 (W) 266 (D) 491 mm

5.8 kg

型號  Model

氣體類型 Gas Type

功率(最大) Gas Rating (Max) 

入氣喉尺寸 Gas Inlet

爐頭數目 No. of Hobs

機身尺寸 Product Dimensions

嵌入式開孔尺寸 Cutout Dimensions

淨重 Net Weight 

 

1/2″

1

(H) 125 (W) 290 (D) 515 mm

(H)  ≥ 250 (W) 265 (D) 490 (R) 50 mm

5.8 kg

1/2″

2

(H) 115 (W) 290 (D) 515 mm

(H) ≥ 250 (W) 265 (D) 490 (R) 50 mm

5.7 kg

GIC GP Series_A4_PS_24(1)
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澳門青洲大馬路(青洲新路)

515號美居廣場第二期1樓A座
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T. +853 2875 2699

中國內地 Mainland, China 
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Xinxiang Road, Wusha, Daliang, 
Shunde District, Foshan City
T. +86 757 2219 6888

中國香港 Hong Kong, China 

土瓜灣新寶工商中心地舖
Upper G/F, Newport Centre, 
Tokwawan
T. +852 2773 2828
T. +852 9387 2380

九龍灣MegaBox L5-5舖
Shop L5-5, MegaBox, 
Kowloon Bay
T. +852 3907 0356
T. +852 9018 8648
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GP13-P1-TG

Towngas

6,000 W

GP13-P1-LG

LPG

5,000 W

GP13-P2-TG

Towngas

2,500 W + 1,300 W

GP13-P2-LG

LPG

1,800 W+ 1,100 W

氣體煮食爐系列

Gas Cooking Range Series

電磁爐系列

Induction Cooker Series



D I Y 靈 活 組 合

完 美 烹 調 空 間
Customize Your Own 
Perfect Cooking Space

• 22cm特大加熱區域

• 最高達2,800W超強火力

• 共10段火力調校

• 榮獲香港一級能源標籤認證

• 德國SCHOTT CERAN® 陶瓷玻璃面板

• 180分鐘超長定時

• 獨立13A電源線一插即用

• 22cm extra wide heating zone
• Power up to 2,800W 
• 10 power levels 
• Grade 1 Energy Efficiency Label
• Germany SCHOTT CERAN® glass-ceramic
• 180-minute timer
• Plug-n-Cook design with 13A power cord

• 兩個18cm加熱區域

• 左右爐頭智能分配2,800W火力

• 共10段火力調校

• 榮獲香港一級能源標籤認證

• 德國SCHOTT CERAN®陶瓷玻璃面板

• 180分鐘超長定時

• 獨立13A電源線一插即用

• Twin 18cm heating zones 
• 2 hobs share 2,800W power
• 10 power levels
• Grade 1 Energy Efficiency Label 
• Germany SCHOTT CERAN® glass-ceramic
• 180-minute timer
• Plug-n-Cook design with 13A power cord

嵌入式單頭電磁爐
Built-In Single Hob Induction Cooker
GIC-DS28B-S

嵌入式雙頭電磁爐
Built-In Double Hob Induction Cooker
GIC-PD28CB-S

58mm

259mm

484mm

515mm
292mm

• 25.5cm特大爐頭，適合中式鑊

• 最高達6,000W*超強火力

• 雙爐環設計，靈活轉變單環雙環加熱

• 榮獲香港一級能源標籤認證^

• 高密度鋼化玻璃及纖維防爆網

• 堅固耐用易拆式黃銅爐架

• 密封式爐頭設計，避免汁液溢進爐內

• 25.5cm extra wide hob perfect for Chinese wok
• 6,000W* extra powerful gas rating
• Dual burner rings offer versatile heating intensity
• Grade 1 Energy Efficiency Label^ 
• High density fibre-netting tempered glass
• Durable brass burner caps & cast iron burner rings
• Sealed cooktop design for easy cleaning

嵌入式單頭氣體煮食爐
Built-In Single Hob Gas Cooking Range
GP13-P1-TG/LG

• 16.5cm及15.5cm雙爐頭同時烹調

• 最高達3,800W*強勁火力

• 榮獲香港一級能源標籤認證^

• 高密度鋼化玻璃及纖維防爆網

• 堅固耐用易拆式黃銅爐架

• 密封式爐頭設計，避免汁液溢進爐內

• Double hobs of 16.5cm & 15.5cm for cooking 2 dishes at once
• Up to 3,800W* powerful gas rating
• Grade 1 Energy Efficiency Label^ 
• High density fibre-netting tempered glass
• Durable brass burner caps & cast iron burner rings
• Sealed hob design prevents food dripping into the stove

嵌入式雙頭氣體煮食爐
Built-In Double Hob Gas Cooking Range
GP13-P2-TG/LG

266mm

491mm

100mm

*^適用於煤氣(TG)型號
*^Towngas (TG) model only

1 1

1

進風口

出風口

≥ 250mm

20mm

5mm

5mm

55mm

260mm

485mm

515mm
290mm

265mm

490mm

100mm

2 9 c m 特 窄 設 計
型 格 慳 位 機 身
Extra Slim Cooktop
Only 29cm Wide

1

GP13-P1-TG/LG & GP13-P2-TG/LG安裝圖
Installation Instructions

GIC-DS28B-S & GIC-PD28CB-S安裝圖
Installation Instructions


